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SUMMARY

The objectives of the M551 Metals Melting Experiment are to (a) study
behavior of molten metal, (b) characterize metals melted and solidified in the
low gravity space environment compared to one-gravity of earth, and (c)
determine feasibility of joining metals in space. The experiment used the
electron beam (EB) and chamber of the M512 apparatus to make a dwell puddle
and a melt in a rotating disc of varying thickness. Hence, the EB performed
cut-through, full and partial penetration melts, in addition to a re-solidified
button. The three disc materials were aluminum 2219-T87, 304 stainless steel
and pure tantalum to provide a wide range of density and melting conditions.
Observations to date include (a) the proof that EB welding, cutting and melting
can be done successfully in low gravity. Earlier, some welding authorities had
postulated that without gravity the EB would force the molten puddle out of contact.
However, the experiment proved that surface tension forces predominate. (b)
From the view-point of cast-solidification, small, equiaxed grains in Skylab
specimens compared to large, elongated grains in ground-based specimens were
observed. The former are thought to be associated with constitutional super-
cooling and nucleation where the latter are associated with dendritic solidification.
In further support of the more equiaxed grain growth in Skylab, symmetric sub-
grain patterns were frequently observed where there was much less symmetry
in ground-based specimens. Further work is being done to explain the
differences in solidification.

INTRODUCTION

The M551 Skylab Metals Melting Experiment evolved from an earlier plan
for a welding experiment. It was changed and broadened to include melting and
solidification of practical metals as speculation about the effect of low gravity
on these phenomena increased. In this paper we will cover the status, back-
ground and history of that development, the final objectives, M512 electron beam
apparatus and procedures used in ground studies, aircraft arid Skylab. Emphasis
will be placed on evaluation of results including a macro-view of the welding
implications and a micro-structural view of the metallography of solidification
in Skylab versus earth-bound experiments.

*Paper presented by E. C. McKannan.
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OBJECTIVES

The objectives of the M551 Metals Melting Experiment are to (a) study
behavior of molten metal in low gravity with particular attention to the stability
of the molten puddle and its interface with the solidified metal. (1)) Characterize
metals solidified in low gravity with regard to grain size, orientation, sub-grain
patterns as might be effected by the difference in convection during solidification.
(c) Determine feasibility of joining and casting metals in space.

HISTORY

The M551 Metals Melting Experiment has evolved from several closely
related lines of study and development work. Its original motivation came from
studies performed in the early 1960's on methods of assembling structures in
space. During that period it was expected that construction and maintenance of
large orbital space stations would involve assembly of structural members in
space, and the consensus of several studies was that electron beam welding
would be the best process for performing the necessary joining operations.

Development work on compact electron beam welders was initiated by MSFC
in 1963, and an electron beam welding experiment was proposed for the S-IVB
Workshop in the fall of 1964. A portable welder was developed by the Westinghouse
Electric Corporation for weld repair, limited weld fabrication and melting. The
experiment was formally approved by the Manned Space Flight Experiments
Board (MSFEB) in December 1966, as the M493 Electron Beam Welding experiment.

At about the same time, the MSFC began to explore the prospects for possible
space materials manufacturing of products for use on Earth. Considerable interest
was developed in the idea through contacts with industrial firms and studies per-
formed in-house while development work on the experiment proceeded. As a
result of this interest, it was suggested in 1968 that the capabilities of the
apparatus should be exploited to perform some preliminary space materials
experiments.

Concepts for additional manufacturing experiments were studied, and at
the same time the M493 experiment was reassessed to determine its applicability
to the new space materials manufacturing discipline. The outcome of these
studies was a proposal of concepts for experiments to be performed in a modified
version of the M493 apparatus. The concepts included a revision of the original
welding experiment to pursue more general objectives under the title, Metals
Melting.

SOVIET EXPERIMENT

While the Metals Melting Experiment was under development, a fairly
extensive program of work on welding and cutting metals in space was carried
on in the USSR by the E. O. Paton Welding Institute of the Ukraine SSR Academy
of Sciences. This work was specifically directed toward space repair and
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construction methods, and included electron beam, low-pressure plasma arc, and
consumable electrode techniques. After an initial test program using ballistic
trajectory aircraft flights, a space experiment was performed in October 1969, on

. the Soyuz-6 manned space mission.

Welding experiments were performed with stainless steel, aluminum alloy,
and titanium alloy, and the space experiment seems to have been performed
mainly to verify that satisfactory welding conditions for weightless materials had
been established during the aircraft flights. The only available publication on this
program does not mention that any intensive analysis was made of the grain
structures produced by Weightless solidification, but it points out that welding
heat sources might also be used to process materials in space.

Planning for the Metals Melting experiment has taken account of what is
known of the Soviet experiment and its results. Some of the Soviet work was dupli-
cated. We believe that the data analysis of the Metals Melting experiment goes
considerably beyond what has been done in the USSR to study fundamental solidi-
fication effects in weightless melts.

BALLISTIC TRAJECTORY AIRCRAFT

Daring June and July 1972, three flights were made in an Air Force
KC-135 aircraft flying ballistic trajectories to achieve low gravity for a brief
period. The M512 apparatus was mounted and specimens were installed to
simulate operations in Skylab, albeit for 15-25 seconds only, at a time. While
these flights were essential for developing and checking procedures and proving
the operation of equipment, they did not provide enough time at low gravity to
obtain a complete cycle of melting and solidifying before the aircraft pulled out
of the low gravity trajectory and into a high gravity condition. Hence we were
not able to make useful metallographic studies of low gravity solidification from
this phase of the program.

EQUIPMENT DESCRIPTION

The M551 experiment was performed June 1973 in the M512 M_terials
Processing Facility on Skylab I. A detailed description of the facility and its
interface with the Skylab system is given in Experiment Implementation Plan.

The basic equipment used for the Metals Melting experiment is shown in
Figure 1; it consists of an electric motor drive mechanism which is attached
to a three-legged mounting base and carries the disk-shaped experimental
specimens as shown. The motor is a nominal 24 v. 1760 rpm D.C. motor,
and the gear reduction in the drive mechanism is 300:1; in order to arrive
at the output shaft speed of 2.6 rpm required for the experiment, the motor
armature speed is reduced by running at an actual input voltage of only 12 v.
Power for the motor is supplied through the cable connector shown on the
end of the assembly. The specimen track to be traversed by the electron
beam is visible along the junction between the specimen's inner disk and
outer ring.
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Figure 2 is a sectional scale drawing of the M512 facflityts work chamber
with the Metals Melting fixture mounted in it. In this drawing the electron beam
port is directly behind the specimen, and the beam direction is perpendicular to
the plane of the figure. The sample is mounted at a distance of 1.5" from the
beam port.

The mounting base of the fixture is attached by captive screws at three points
around the opening of the heat sink well in the side of the work chamber. Electric
power is led from the zero-g connector at the top of the chamber by a cable to
the motor, and is controlled by a switch on the facility's control panel. The same
switch initiates photographic recording by the sequencing camera during runs of
the experiment°

The work chamber's camera port is in the lower hemisphere, and inside
the chamber it is covered by an aluminUm housing containing a diagonal mirror.
A second mirror is just above the port, mounted in a recess in the flange
surrounding the electron beam port, which is at the upper right inside the
chamber. These two mirrors reflect the image of the beam impingement area
on the specimen to the camera mounted outside the chamber. A third mirror
mounted above the electron beam port permits the operator to view the face of
the sample through the viewport in the cover of the working chamber. Light for
this is provided by a small lamp in the recess to the left of the electron beam
port.

The disk mounted on the drive mechanism is one of the specimens. The
sample thickness required for the experiment is provided by milling channels
to different depths in the back of the plate. A schematic drawing of the specimen
used in the experiment is _shown inFigure 4. i_hotographs of an actual
specimen are shown in Figures 5 and 6. Materials are listed in Table I.

PROCEDURES

Three discs of varying thicknesses were processed in space by the electron
beam welder: The first was 304 type stainless steel, the second a 2219-T87
aluminum, and the third pure tantalum. Singularly, each disc was placed in a
work chamber, and the work chamber was vented overboard to space vacuum
conditions. The electron beam was initiated in sharp focus on the target area
of the disc, and the beam was adjusted and held at 80 Ma. and20 Kv. Each
disc was then rotated to provide 35 inches per minute travel speed on a 4.7G
inch diameter. The specimens were designed with a thin section as the travel
started. This provided a cutting action by the beam for 45 degrees of rotation.
Here, the thickness gradually increased over 90 degrees of rotation to a value
which provided a normal penetration of the electron beam weld. After 90 more
degrees of rotation the thickness step increased to provide a partial penetration
weld for 45 degrees. Here, at a 1/4 diameter hole, the beam was terminated.
The disc was rotated another 22 degrees and was stopped at the dwell area. The
electron beam was defocused and reinitiated for the dwell portion of the test. On
the stainless steel and aluminum discs, dwell times were 1G seconds, while the
dwell on the tantalum disc was 4G seconds. Thus, a large molten pool formed
and solidified.
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All discs were processed the same except that the tantalum weld used 70 Ma
beam current• Thickness on the stainless steel and aluminum ranged from. 025 to
• 250 inches. The tantalum values were. 017 to. 062 inches.

With each specimen the work chamber was vented overboard for two hours,
and even so, the vacuum level during welding was only approximately 10 -4 torr.
Astronaut Pete Conrad performed the following steps in accomplishing the M551
Experiment:

a. Verify and check the M512 control panel.

b. Mount the first metals melting sample in the M512 vacuum chamber.

c. Establish vacuum.

d. Perform the weld cycle and make motion pictures at 24f/sec of the
traversing beam.

e. Allow sample to cool (approx. 2 1/2 hrs. ).

f. Pressure equalize the M512 vacuum chamber.

g. Remove and stow the metals melting sample.

h. Repeat steps b thru g for the remaining two metals melting samples.

During the metals melting experiment the vacuum conditions in the work
chamber were reported as abnormal by the astronauts. Close examination of all
flight data indicated vacuum sequencing was normal. The absolute pressure in
the work chamber was somewhat higher than expected but within the normal
operating limits of the experiment. The absolute pressure outside the Skylab was
somewhate higher than expected. Hence, work chamber vent time to vacuum was
greater than expected.

An extensive review of vacuum pressures and vent time by S&E-ASTN-ME
shows all pressures and systems were normal. Values were within our operating
range. No anomalies are believed to be related to the vacuum systems in the
metals melting facility M512.

CHARACTERIZATION PLAN

After receiving specimens, both groundbased and Skylab flight, we at MSFC
photographed for identification, measured distortions and weighed each one of
them. R. E. Monroe at Battelle Memorial institute radiographed, sectioned and
sent designated pieces back to MSFC and others. Both groups did metallographic
analyses and provided data to the following researchers for their analyses. At
this time we are still involved in discussions of the implications of the micro-
structures presented here. The differences in interpretation, particularly with
regard to the evidence of probable types and levels of convection, indicate that
there is still much to be done to reap the full benefit of the experimental evidence
from Skylab.
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M551 METALS MELTING TEAM

Name Affiliation Specialty

Mr. Robert Monroe Battelle Memorial Joining Research-Metals
Institute

Prof. C. M. Adams, Jr°_ UniversityofWisconsin Joining Research-Metals

Prof. Koichi Masubuchi Massachusetts Institute Stress Analysis & Thermal
of Technology Treatment

Dr. Martin Tobin Westinghouse Surface Tension

Dr. PhilaminaGrodzka Lockheed-Huntsville Solidification & Convection
Physics

Dr. M. R. Brashears Lockheed-Huntsville Solidification & Convection
Physics

Dr. S. V. Bourgeois, Jr. Lockheed-Huntsville Solidification & Convection
Physics

Dr. A. A. Smith British Welding Joining Research-Metals
Institute England Physical Testing

The data packages included ground base data, flight and gr0undbase film of
M551 experimental sequence, and flight data. Each member of the consultant team
has been in constant touch with one another for experiment definition, plan, and
data analysis.

WELDING ANALYSIS - A MACROVIEW

Gravity effects appear to be small in the weld nugget configuration and puddle
control of all three materials when related to typical welding problems. In all
cases there was greater puddle sagging 'in the groundbase specimen with one
gravity compared to the Skylab specimen with low gravity. This was particularly
true for the weld dwell periods of 15 and 45 seconds. In the over, full, and
partial penetration phases, puddle sag was very slight. Frequency of surface
ripple, beading and weld spatter appeared to be somewhat related to gravity. All
three were slightly reduced in the Skylab specimens which were melted in low
gravity. These parameters are of more interest to a scientific study of solidifi-
cation than to the practical aspects of welding. Basically, this experiment indicates
that molten metal surface tension is the predominant force controlling the weld
puddle. In low gravity the weld nugget is more symetrical. All weld puddling and
control techniques that are applicable on earth would be expected to be useful in
welding in a space environment. Hence, this experiment has demonstrated the
feasibility of welding in space. This subject is developed in detail in a report by
R. E. Monroe of Battelle Memorial Institute. (1)
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METALLOGRAPHIC ANALYSIS OF MICROSTRUCTURE

A typical cross-section, magnified 10 and 100 times, of the aluminum 2219-T87
partial penetration melt is shown in Figure 7. The groundbase melt shows the
familiar large grains often seen in weldmen_s and castings with columnar grain
growth oriented perpendicular to the solidification front. It also shows heavy
banding, the fine, equiax-grained chill zone and the grain growth of the unmelted,
heat-affected zone. The large, elongated grains are explained on the basis of
dendritic freezing and the finer-grained chill zone is described on the basis of
greater super cooling (temperature differential), as described by Chalmers (2) and
Reed-Hill. (3)

By contrast the Skylab specimen which was solidified in low gravity under
otherwise identical conditions, shows a major reduction in large, elongated
grains; an increased width of the finer-grained chill zone and almost no banding.
This can be explained if there was, as predicted, a reduction in thermal convection
which is accompained by a greater temperature differential at the solidifying
interface. In addition, the reduced convection would provide less mixing and
greater constitutional super cooling which would produce nucleation of many more
but smaller grains of varying composition. Constitutional super cooling results
when a solid freezes with a composition different than that of the liquid from which
it forms. (3) Instability of the freezing interface results in sub-grain micro-
segregation which breaks up the banding seen in the groundbase specimen. Hence,
there are differences in the solidified microstructure between one and low (10 -4)
gravity which may have important implications for obtaining finer-grained castings
in space.

Figure 8 shows a cross-section (100X) of the solidified aluminum in the full
penetration area of the specimen. It clearly shows the differences in the sub-grain
microsegregation between the groundbase and Skylab specimens. A symmetrical,
rosete pattern in the Skylab specimen indicates the lack of a directed gravity
force when compared to the groundbase specimen in which there is an alignment
from upper left to lower right. The more pronounced sub-grain structure in the
Skylab specimen obtained by an identical etching procedure to that used on the
groundbase specimen is another possible indication of increased microsegregation
and constitutional super cooling in low gravity.

The partial penetration molten area of the 304 stainless steel is shown in
Figure 9. The molten zone is thiner and the interface is sharper than the
aluminum because of the lower thermal conductivity. The shape of the spike is
a result of the electron beam power profile and beam focus; it is a single-pass
weld. The root of the spike is an interesting place to study solidification
phenomena. As in the aluminum, large elongated grains perpendicular to the
solidification front can be seen in the groundbase specimen compared to the finer
grains of the Skylab specimen which solidified at a low gravity. The bands of
segregations which are interrupted by some grains appear to have occurred after
solidification. These bands are being subjected to further study by microprobe
analysis of composition and phase.

91



Figure 10 shows a cross-section and a top view (10X) of a pure tantalum full
penetration melt. Being a commercially pure metal with almost no alloying except
minor amounts of columbium, there were no complex precipitants during solidifi-
cation and very large, clean grains were formed. The most interesting observation
from the groundbase specimen is that the residual vortices left behind after the
electron beam passed were frozen into the grain structure. These occurred because
of the rapid cooling rate at the high melting temperature. Although the thermal character-
istics and travel speeds were comparable for the Skylab specimens, the residual
vortices were erased in the grain structure. This may have been due to the fact that
final grain size of the solidified material was smaller in the Skylab specimen com-
pared to the groundbase specimen. The finer grains in the Skylab specimen were
observed in all three materials with a wide range of properties.

CONCLUSIONS

1. This experiment demonstrated the feasibility of doing electron beam
welding, cutting and melting in the low-gravity environment of space.

2. Large elongated grains observed in groundbase specimens where there
were smaller, equiaxed grains in Skylab specimens indicate that there was a major
difference in convection during solidication of three metals with a variety of physical
properties.

3. The more equiaxed grain growth in Skylab, with symmetric sub-grain
patterns was observed where there was orientation associated with the solidification
front in ground-based specimens.
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TABLE I
MATERIALS USED IN EXPERIMENT M551

METALS MELTING

Identification Aluminum 2219-T87 Stainless Steel 304 Tantalum

Density, g/cc 2.83 8.03 16.6

Melting Point, °C 638 1442 2996

Thermal Conductivity
cal/cm/sec/°C 0.6 0.3 8 0.13

Composition, % Cu 6.2 C 0.05 Ta 99.5

Mn 0.3 Mn 1.5 Cb 0.1

Ti 0.15 Si 0.75

Mg 0.02 P 0.04

Fe 0.25 S 0.03

Si 0.15 Cr 19.0

Zn 0.10 Ni 8.5

A1 bal Mo 0.5

Cu 0.5

Fe bal
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FIGURE 5. SKYLAB STAINLESS STEEL SAMPLES FIGURE 6. SKYLAB STAINLESS STEEL SAMPLES

S/N 106 (FRONT) S./N 106 (REAR)
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